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1.Product Drawing
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Remark1: The dimensions marked in the drawing shall be inspected by IQC2: All parts shall be assembled firmly and reliably3: The signal parameters of end products shall reach the specified values4: The products shall be packed as required, and there shall be free of obvious extrusion deformation during transportation5: Materials and technic cannot be altered without confirmation of AFC 
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All graphic products comply with ROHS standards
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The inspectation shall lay emphasis on the dimensions marked with *



2.Product Specifications

RF Parameters

Frequency 
range（MHZ） 

824-960/1710-2680/

3400-3600/4800-4900

V.S.W.R ≤3.0 

Gain（dBi） 3.0 

Radiation Direction Omnidirectional

Polarization Vertical polarization

Impendence (Ω ) 50 

Max power（W） 10 

Mechanical Properties

Connector Type SMA-J 

Antenna length（MM） 171*19.5 

Environmental parameter

Working temperature -30℃~60℃

Working humidity 40~85% 
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3.S11 Test Data
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4.Gain and efficiency test data
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5.Reliability Test Report

Item Test Conditions Specification

Storage 
Conditions

If not specified, the test temperature, humidity and air pressure 
will be as follows: 1. Temperature:-40℃～+85℃

2.Relative humidity45%-85%
3.Air pressure:86kpa-106kpa

Normal 
Electrical and 
Mechanical 
Properties

High-Low 
Temperature Test

Carry out 5 cycles between 70 ℃ and - 40 ℃, 
and then place it  for 1-2hrs under normal 
conditions to check  its appearance quality.

The dimensions shall 
meet the requirements 
and For Electrical and 
Mechanical Properties

Constant Damp-
Heat Resistance 
Test

Relative humidity 95±3%，test temperature：40℃.after 
lasting for 2hrs，The electrical properties shall be 
measured within 5min after the test object is taken out. 
The test object shall be placed for 1-2h under normal 
conditions to check its appearance quality

The dimensions shall 
meet the requirements 
and For Electrical and 
Mechanical Properties

Vibration Test

Vibration Frequency10-55HZ，Displacement 

Amplitude：0.35MM，Acceleration Amplitude： 

50.0M/S，Sweep Cycles：30times 

Normal Electrical 
and Mechanical 
Properties

Free Fall Test
Free fall for 3 times in the direction of mutually 
perpendicular axes at the height of 1m
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Test equipment and principles

1. Test Equipment:

Network Analyzers : 

Agilent 8753D 5071B 

Communications Test Set: Agilent E5515C 

3D Chamber Test System：

 2. Test principle：
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