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1.1外形 

2. 电气特性

1.2 尺寸 

16mm

42mm

制造商／芯片 

基材材质 

天线制程方式 

符合标准 

EPC区 

TID区 

密码区 

适用载波频率 

工作模式 

芯片使用寿命 

芯片防静电(ESD)性能 

芯

片

存

储

区

 

NXP U8

PET 

铝蚀刻(AL 10um) 

ISO/IEC 18000-6C 

EPC Class1 Gen2 

128 Bits 

48 Bits 

32 Bits访问密码 

32 Bits灭活密码 

860～960MHz 

无源 

写10万次，数据保存10年

2000V 

可读可写 

可读不可写 

可读可写 

 

 
人体模型(HBM) 

项     目     备     注描     述

52mm

76mm

21.59mm

深圳市金航标电子有限公司
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SHENZHEN KINGHELM ELECTRONIC CO., LTD.
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3. 作业使用警示

4. 包装

出货方式 

包装方式 

出货数量 

卷状 

1, 每卷Inlay都有两道21mm宽硅油纸作为衬纸保护IC 铝天线，以免挤压或水汽。 

2, 珍珠棉、防静电袋包装，防水、防撞、防静电。 

3, 标准纸箱包装出货。 

20000±2500pcs/卷，8卷/箱 

禁止挤压或弯折芯片部分。 

标记有黑色墨点的为不良品，请勿使用。 

废标位置如右图所示。 

搬运及使用时防水、禁止剧烈撞击、 

操作温度/湿度：－40～70℃/ 20%～90% RH。  

储存温度/湿度： 20～50℃ / 20%～90% RH 。 － (无冷凝）

建议存储温度：20～30℃ / 50% 。 

3.3

3.2

3.1

不良品标示：黑色墨

点，直径3mm。 

（一） （二）

（三） （四）
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3.1 Those marked with black ink spots are defective products, so please do not use them. The position of the discarded mark is shown in the right figure. 3.2 It is waterproof during handling and use, and violent impact is prohibited. + + I + E Do not squeeze or bend the chip part. 3.3 Operating temperature/humidity:-40 ~ 70 ° C/20% ~ 90% RH. Storage temperature/humidity:-20 ~ 50 ° C/20% ~ 90% RH (no condensation) Recommended storage temperature: 20 ~ 30 ° C/50% 
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Shipment quantity
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20000 soil 2500pcs/roll, 8 rolls/box
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Packing:
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1. Each roll of Inlay has two sheets of 21mm wide silicone oil paper as backing paper to protect IC aluminum antenna from extrusion or water vapor. 2. Pearl cotton, anti-static bag packaging, waterproof, anti-collision and anti-static. 3. Packing and shipping in standard cartons. 

Administrator
文本框
1

Administrator
文本框
2

Administrator
文本框
3

Administrator
文本框
4


	页 1
	页 2



