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Customer name：

Customer P/N：

Description：470MHZ Sucker antenna

Company model：KH808-5 
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Purchasing 
Department
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Approval Date  Sending Date   2018.11.5

SHENZHEN KINGHELM ELECTRONIC CO., LTD.
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Fax:0755-83975897
Website：http://www.BDS666.com

Address：No. 809, Block C, Zhantao Technology Building, 
No. 1079, Minzhi Avenue, Longhua New District, Shenzhen
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4、Specifications and Characteristic Description 

1、 Electrical Characteristics

1.1 Antenna

2 Frequency  470±5MHz

3 V.S.W.R < 2:1

5 Impendence 50 ohm

6 Gain 3±0.5dB

Polarization Vertical polarization

2、 Material

No Part Name SPEC

RG174   (64 volumes of copper-clad aluminum)

4 RF coaxial Cable  Attenuation: 1.3dB/m

L=1000±20MM

magnet N35 Φ 10 * 1 adsorbability (pulling force of iron suction plate: 1.10 ± 0.1kg)

5 RF Connector SMA-J Gold plating

    3、Environment Condition 

1 Working Temp -40℃±85℃

2 Storage Temp -40℃±90℃

5、Product Image 
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Sample testing waveform

470MHz:1.02     465MHz:1.01   475MHz:1.08 
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   部件料

1 2 3

1
8752c

网络分析仪
OK OK OK OK

2
8752c

网络分析仪
OK OK OK OK

3
8752c

网络分析仪
OK OK OK OK

4
频谱仪+信号

发生器
3dBi 3dBi 3dBi OK

5
8752c

网络分析仪
50 OHM 50 OHM 50 OHM OK

6 直尺 169.5 169.5 169.5 OK

7 目测 OK OK OK OK

8 卷尺 1000 1000 1000 OK

9 目视 ＯＫ ＯＫ ＯＫ ＯＫ

10 卡尺 OK OK OK OK

11 拉力计 1.1 1.15 1.1 OK

14 目测 OK OK OK OK

磁铁拉力测试 1.10±0.1千克

465~475MHz

中心频率

RG174 1000+/-20mm

检验器具检验项目

 Date of inspection：2018-11-5

标准规格

频率驻波比 <2:1

成品包装外观

线材规格长度

Result

Sample inspection report

Product name: 
Communication antenna

Model number：DFT808-5         

Test quantity：3PCS

样 品     项
次

Ispector:

表面无披锋,毛边,缩水,花纹,
压伤

工作频率

ＲＦ连接器（DC头）
表面无披锋,毛边,缩水,

花纹,压伤

Checked :

By proof-test, the product is 
compliant to the requirements; 
the result shall be deemed as 
OK

470MHz

磁铁 Φ10*1双面磁

判定

电缆线两端用扎带扎好，单个
产品用PE袋装好.

增益 3±0.5dBi

50 OHM输出阻抗

170±2mm

天线杆外观

天线总长度(加底座）
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