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Technical Specifications:
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SECTION A-A

‘H‘ 0.30+0.03

1. The plastic parts shall have a smooth surface,
free from burrs, obvious shrinkage marks, defects,
cracks, or other abnormalities.

2. Operating temperature range: -25°C to 85°C

Name

Material

0.5 Rear Crimp Horizontal
Type 2nd Generation
Housing (H1.2)

LCP UL94V-0, Natural Color

0.5 Rear Crimp Horizontal
Type Terminal (H1.2)

Phosphor Bronze,
Gold Plated / Tin Plated

0.5 Rear Crimp Horizontal
Type 2nd Generation Rear
Cover (H1.2)

LCP UL94V-0, Black

0.5 Rear Crimp Horizontal
Type Solder Tab (H1.2)

® 0 O |8

ColorPhosphor Bronze,
Tin Plated

CKT|] DIMA | DIMB | DIMC | DIMD || CKT | DIMA | DIMB | DIMC | DIMD
4 11.50 |2.52 [5.20 [5.68 33 [16.00 |17.02 [19.70 [20.18
5 12.00 13.02 [5.70 |6.18 34 [16.50 |17.52 [20.20 [20. 68
6 12.50 |3.52 [6.20 |6.68 35 [17.00 |18.02 [20.70 [21.18
7 13.00 14.02 [6.70 |7.18 36 [17.50 [18.52 [21.20 [21.68
8 13.50 [4.52 |7.20 [7.68 37 [18.00 [19.02 [21.70 [22.18
9 14.00 |5.02 |7.70 [8.18 38 [18.50 [19.52 [22.20 [22.68
10 [4.50 |5.52 |8.20 |8.68 39 [19.00 ]20.02 [22.70 [23.18
11 [5.00 16.02 |8.70 |9.18 40 119. 50 |20.52 |23.20 |23. 68
12 [5.50 16.52 ]9.20 ]9.68 41 120.00 |21.02 |23.70 |24.18
13 16.00 |7.02 |9.70 [10.18 42 120.50 |21.52 |24.20 |24. 68
14 [6.50 |7.52 |10.20 [10.68 43 121.00 |22.02 |24.70 |25.18
15(7.00 |8.02 |10.70 |11.18 44 121.50 |22.52 |25.20 |25.68
16 [7.50 |8.52 |11.20 [11.68 45 122.00 |23.02 |25.70 |26.18
17 [8.00 19.02 [11.70 [12.18 46 122.50 |23.52 |26.20 |26. 68
18 [8.50 19.52 [12.20 |12.68 47 123.00 |24.02 ]26.70 |27. 18
19 [9.00 ]10.02 [12.70 [13.18 48 123.50 |24.52 |27.20 |27. 68
20 19.50 [10.52 ]13.20 [13.68 49 124.00 |25.02 |27.70 |28. 18
21 |10.00 [11.02 |13.70 [14.18 50 [24. 50 |25.52 [28.20 [28.68
22 110.50 [11.52 |14.20 [14.68 51 25.00 [26.02 |28.70 |29. 18
23 |11.00 [12.02 |14.70 [15.18 52 [25.50 |26.52 [29.20 [29. 68
24 |11.50 [12.52 ]15.20 [15.68 53 [26.00 |27.02 [29.70 [30.18
25 |12.00 [13.02 ]15.70 [16.18 54 [26.50 |27.52 [30.20 [30.68
26 |12.50 [13.52 ]16.20 [16.68 55 [27.00 |28.02 [30.70 [31.18
27 |13.00 [14.02 ]16.70 [17.18 56 [27.50 ]28.52 [31.20 [31.68
28 |13.50 [14.52 ]17.20 [17.68 57 [28.00 |29.02 [31.70 [32.18
29 |14.00 [15.02 ]17.70 [18.18 58 [28.50 |29.52 [32.20 [32.68
30 |14.50 [15.52 |18.20 [18.68 59 [29. 00 [30.02 [32.70 [33.18

31 |15.00 [16.02 ]18.70 [19.18
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.52 [33.20 |33.68

32 |15.50 [16.52 ]19.20 [19.68

Shenzhen Kinghelm Electronics Co., Ltd.

www.kinghelm.net
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